
unspecified tolerance

＞3 - 6

＞6 -30

＞30-120

＞120-400

＞400-1000

±0.5

±1.0

±1.5

±2.5

±4.0

No. Mark Modify Date

item

DWG.

CHK.

Appro.

CPLUG25

15 kV & 25 kV Deadbreak

Connecting Plug 600A/900A
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Minimum Corona Voltage Level

BIL and Full Wave Crest

DC 15 Minute Withstand

AC 1 Minute Withstand

Max. Rating Phase to Ground

Standard Voltage Class 25kV

15.2kV

40kV

78kV

125kV

19kV
CPLUG25

600AMP  15.2kV  L-G
DEADBREAK

Note:
-Aluminum fittings for continuous 600 Amps RMS.
-Copper fittings for continuous 900 Amps RMS.

Voltage Ratings：

Short Time

Continuous

Description Test Parameters

600 amps rms

25,000 amps rms symmetrical
for 0.17 s

10,000 amps rms symmetrical
for 3.0 s

Overload
Current

900 amps rms...4 hour rating

Current Ratings：

900 amps rms

40,000 amps rms symmetrical
for 0.17 s

10,000 amps rms symmetrical
for 3.0 s

1200 amps rms...4 hour rating

Fully meet the requirements of IEEE386-2016.
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